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LHI Series

SPECIFICATIONS
Rated Voltage Range 400 ~ 450V

Operating Temperature Range -40 ~ +105
Capacitance Tolerance 20% (at 20 120Hz)

0.01CV or 5mA whiche ver is smaller (20 , after 5 minutes)   
C: Nominal Capacitance(uF) V :Rated Voltage(V)

tan shall not exceed the values shown in the table of
STANDARD RATINGS

Load life of 2000 hours at 105

Higher ripple current, miniaturized

Product of high reliability and high ripple current
resistant design for inverter

Leakage Current 

Dissipation Factor
(at 20 ,120Hz)

Load Life (+105 ) 

Shelf Life (+105 ) 

After test:U
R

to be applied for 30 minutes, 12 to 24 hours before measurement.

Time      2000 hours
Capacitance Change Within 85% of the initial value

Dissipation Factor 175% of the specified value or less
Leakage Current The specified value or less

Time      500 hours
Capacitance Change Within 85% of the initial value

Dissipation Factor 175% of the specified value or less
Leakage Current The specified value or less
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DIMENSIONS MULTIPLIER FOR RIPPLE CURRENT

øD   51 64

P  22.0 28.6

Frequency(Hz) 50, 60 120 300 1K 10k

Factor 0.7 1.0 1.1 1.3 1.4
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