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Load Life of 1000 Hours at 85°C
5mm Height
VTR, Digital Cameras, Car Radios, Micro
Cassette Tape Recorders, Etc.

SPECIFICATIONS

DIMENSION MULTIPLIER FOR RIPPLE CURRENT

Operating Temperature Range -40~+85°C
Capacitance Tolerance ±20% (at 20°C, 120Hz)

Leakage Current

Dissipation Factor
(at 20°C, 120Hz)

Temperature Characteristics

1,000 hours after an application of DC bias voltage the rated
ripple current. The peak voltage shall not exceed rated DC voltage

500 hours.  No Voltage Applied.  After  Test: UR  to be applied for 30 minutes, 24 to 48 hours before
measurement.

(Impedance Ratio at 120Hz)

Load Life (+85°C )

Shelf Life (+85°C )

I<0.01 CV or 3 uA whichever is greater ( at 20°C, after 2 minutes)

Ø3~Ø6.3
Ø8

I: Leakage Current (uA)    C: Nominal Capacitance (uF)    V: Rated Voltage (V)

Rated Voltage(V)

Z(-25°C)/Z(+20°C)
Z(-40°C)/Z(+20°C)

W.V

Dissipation Factor
Leakage Current

Capacitance Change
200% of the initial specified value or less

The specified value or less

Freq(Hz)

Unit=mm

0.1~47

50~60 120 1K 10~100K

100~330
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Cap(μF)

Frequency Coefficient

D 3 4 5 6.3 8
F 1.0 1.5 2.0 2.5 3.5

a 1.0

Within ±20% of the initial value
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