SPA Series

B | oad Life of 2000 Hours at 105°C, Equal to
96000 Hours (11 Years) at 55°C
B High Ripple Current

Smaller Size

B PCB Mounting, Snap-In Terminals Type

B SPECIFICATIONS

Operating Temperature Range -40~+105°C (250~400WV: -25~+105°C)
Rated Voltage Range 10 ~ 400V
Capacitance Range 39 ~ 22000uF
Capacitance Tolerance +20% (at 20°C, 120Hz)

1<0.03 CV or 1.5mA whichever is smaller ( at 20°C, after 5 minutes)

Leakage Current I: Leakage Current (UA) C: Nominal Capacitance (uF) V: Rated Voltage (V)

Dissipation Factor Rated Voltage(V)| 10 16 25 35 50 63~100 |160~200 250~450
(at Z%OC 120Hz) tan d 0.45 0.35 0.30 0.25 0.20 0.15 0.12 0.15
Temperature Characteristics W.V 10~16 25 35 50~63 | 80~100 |160~200 | 250~450
(Impedance Ratio at 120Hz) 2(-25°C)/Z(+20°C) 4 3 3 2 2 4 4
Z(-40°C)/Z(+20°C) 15 10 8 6 5 6 -
Time 3,000 hours after an application of DC bias voltage plus the rated
_ ripple current. The peak voltage shall not exceed rated DC voltage
Load Life (+105°C) Capacitance Change Within £20% of the initial value
Dissipation Factor 200% of the initial specified value or less
Leakage Current The specified value or less

After storage for 500 hours at 105°C with no voltage applied. The capacitor shall meet the specified

Shelf Life (+105°C) limits for “Load Life". After Test: U r to be applied for 60 minutes, 24 to 48 hours before measurement.

H DIMENSION B MULTIPLIER FOR RIPPLE CURRENT
Unit : mm
Frequency Coefficient
Freq(Hz)
oo Rated 50 | 120 | 1K | 10K | 20K
/ Voltage(V)
] =50 095| 1 | 110/ 1.15|1.15
— 63 ~ 100 0.95| 1 | 1.16] 1.30 | 1.33
s ~ =160 090 1 | 120] 150|155
77777777777777777777777777777777777 Negative Mounting Holes
L*2 Max ‘A_tl>
A 3.5 3.8 4.0 6.3
t +05 | +05 | +0.5 +1.0







